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PRIMAIRE SG

 PURPOSE  Base regulator for porous mineral materials before colourless anti graffiti protection with  
VERNIS SGA varnish. 
 Prevents the facing from developing a darker "wet" aspect after the anti graffiti treatment.

 

 SURFACES Normally absorbent building mineral surfaces 
  . Concrete and mineral renderings
  . Stone, bricks, terracotta masonry

 

 MAIN  * Preserves the aspect of raw materials 
 FEATURES * Optimises the anti graffiti protection
  *  Product in aqueous phase: easy and safe use, environmentally friendly

 IDENTIFICATION  In accordance with official standards or, if none applicable, with internal standards
 CHARACTERISTICS 
 Aspect Liquid with milky aspect
 Dry matter  * in weight : 29 ± 2%
  * in volume: 28 ± 2%
 Density 0.99 ± 0.05
 Flash point n/a
 VOC concentrations Max. 8 g/l EU threshold value for this product (A/i cat): 140 g/l
 Dry time Dry: 30 mins
 (20°C, 65 % RH) Recoatable: minimum 2 hours, using VERNIS SGA varnish
  Drying delayed by cold and damp weather
 Coverage 6 to 8 sqm/l depending on the condition and porosity of the surface
 Classification NF T36-005: Family 1 class 7b2

Colourless acrylic primer in aqueous phase
Base preparation before anti graffiti treatment

Optimises the anti graffiti protection
Preserves materials' aspect
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 USE  Surfaces, preparatory work and application conditions must comply with the 
applicable standards/DTU (French standards).

 BASE PREPARATION  Bases must be sound, cohesive and clean before application of the product. They 
may be moist but wiped dry (matt aspect of the work material)

    The cleaning procedure must be adapted to the type of material. It shall enable to 
remove dirt, salts, deposits of all sorts, efflorescence, etc.

 Depending on the cases:
 *  Dusting, brushing, HP washing / drying (if necessary, with alkaline detergent such as 

NETTOYANT MULTIUSAGES)…
 * Removal of microorganisms with FONGIMOUSSE PLUS
 *  Removal of graffiti through hydrogumming, chemical cleaning (eraser, paint stripper) or 

though aspect masking / unification with PEINTURE SG paint

 PRODUCT APPLICATION
 Nombre de couches  Regular coat by direct application 
 Equipment Medium size roller, large brush, spray gun
 Dilution Ready-for-use product. Up to 5 % water, if necessary
 Shake before use
 Equipment cleaning WATER, immediately after use  
 Application conditions  . Ambient and surface temperature above 5°C (caution if  T > 35°C). 
  . Relative humidity below < 80 %. 
  . Dry and condensation-free surface 
  . Sheltered from wind and direct sunlight

 COLOURS  Opalescent white on application
  Colourless after drying

 PACKAGING 1 L - 4 L - 16 L

 CONSERVATION 24 months in unopened original packaging
 Store away from frost and temperatures above 35°C

 HEALTH AND SAFETY  Refer to:
 * The safety information label on the packaging
 * Safety Data Sheet (Fiche de Données de Sécurité) on the INTERNET:  www.zolpan.fr 

  Technical Data Sheet n° 2284
 Issue date: June 2003
 Last modified: June 2012

   NB: Cancels and supersedes previous editions. It is our customers' responsibility to check that they have, the latest 
version before using the product.

  The information given in this sheet only has an indicative value and cannot replace the specific data relating to the type 
and condition of the surface to be treated.
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