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ULTRASOL ROUTE

 PURPOSE  All tracing and signage works over floors and roads: central strips, pedestrian crossing 
paths, borders, car parks, aerodromes, warehouses, etc

 SURFACES Concrete, cappings or cement slabs
 Metallic elements
 Hydrocarbon floors (coated, asphalt, bituminous concrete) 
 Old paints in good condition 
 Other surfaces: refer to our TECHNICAL SERVICES

 MAIN  * Excellent resistance to wearing
 FEATURES * Good resistance to UV rays, weathering and atmospheric pollution
 * Good resistance to usual solvents, fuels, lubricants, defrosting salts, etc
 * Excellent adherence
 * Manual or mechanised application
 * Fast drying
 * High covering power (one-coat application)
 * Good self-washability
 * Non-skid quality

 IDENTIFICATION  In accordance with official standards or, if none applicable, with internal standards
 CHARACTERISTICS 
 Aspect Semi-fluid paint
 Dry matter * in weight: 70 ± 2 %
 * in volume: 48 ± 2 %
 Density 1.45 ± 0.05
 Flash point Below 21°C
 VOC concentrations Max. 500 g/l. EU threshold value for this product (cat A/i): 500 g/l
 Dry time Dry: about 15 mins
 (20°C, 65 % RH) Open to circulation: 30 to 60 mins. depending on the ambient atmospheric conditions
 Consumption 350 to 700 g/sqm depending on the material's surface condition
 Classification NF T36-005: Family I class 7b1

 USE  Surfaces, preparatory work and application conditions must comply with the 
applicable standards/DTU (French standards)

 BASE PREPARATION Bases must be sound, dry, cohesive and consistent with the product application
 * Remove mud, foreign matter, non cohesive parts through washing
 * Dust by sweeping, scavenging
 * Degrease if necessary
 * Remove dust and scale over metals, impression with PRIMAIRE PAH
 PRODUCT APPLICATION
 Process  One coat in direct application over all surfaces
  Application thickness depending on the use (tracing/marking out or road signage)
 Equipment  Brush or roller for small surfaces
  Airless sprayer (min. 19 ‰ nozzle, min. 60 mesh filter), marking out machine
 Dilution Ready for use
 Equipment cleaning DILUANT R immediately after use or disposable equipment

 Practical advice *  Application conditions: 
. Ambient and surface temperature above 5°C (caution if  T > 35°C) 
. Dry weather, sheltered from strong winds and direct sunlight

 *  ULTRASOL ROUTE can be reflectorised through spreading/projection, during the  
application, of treated glass microbeads of the MB3B2T type (POTTERS EUROPE)  
Dosing: about 350 g for 700 g/sqm of wet paint

   

Road paint for marking out works
over floors and roads

One-coat, resistance to wearing, quick drying
Non-skid quality

Manual or mechanised application
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 COLOURS ULTRASOL colour chart
 Specific colours made to order (100 kg minimum)

 PACKAGING 5 kg - 20 kg

 CONSERVATION 24 months in unopened original packaging
  Store in a cool and ventilated place

 HEALTH AND SAFETY  Refer to:
 * The safety information label on the packaging
 * Safety Data Sheet (Fiche de Données de Sécurité) on the INTERNET:  www.zolpan.fr 

  Technical Data Sheet n° 2299
 Issue date: June 1994
 Last modified: June 2012

   NB: Cancels and supersedes previous editions. It is our customers' responsibility to check that they have, the latest 
version before using the product.

  The information given in this sheet only has an indicative value and cannot replace the specific data relating to the type 
and condition of the surface to be treated.
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